
Cotte



PORCELAIN STONEWARE



Antracite
DOMCOAN88

DOMCOAN816

DOMCOAN16

DOMCOANBN224

DOMCOAN1624

DOMCOAN24

DOMCOANMOS22

      | 8 x 8 |

      | 12 x 12 |

      | 2 x 24 |

      | 16 x 24 |

      | 24 x 24 |

      | 8 x 16 |

      | 16 x 16 |

2x2 mosaic

bullnose



PORCELAIN STONEWARE



Bianco
DOMCOBI88

DOMCOBI816

DOMCOBI16

DOMCOBIBN224

DOMCOBI1624

DOMCOBI24

DOMCOBIMOS22

      | 8 x 8 |

      | 12 x 12 |

      | 2 x 24 |

      | 16 x 24 |

      | 24 x 24 |

      | 8 x 16 |

      | 16 x 16 |

2x2 mosaic

bullnose



PORCELAIN STONEWARE



Cotto

DOMCOCO816

DOMCOCO16

DOMCOCOBN224

DOMCOCO1624

DOMCOCO24

DOMCOCOMOS22

      | 8 x 8 |

      | 12 x 12 |

      | 2 x 24 |

      | 16 x 24 |

      | 24 x 24 |

      | 8 x 16 |

      | 16 x 16 |

DOMCOCO88

2x2 mosaic

bullnose



PORCELAIN STONEWARE



Grigio

DOMCOGR816

DOMCOGR16

DOMCOGRBN224

DOMCOGR1624

DOMCOGR24

DOMCOGRMOS22

      | 8 x 8 |

      | 12 x 12 |

      | 2 x 24 |

      | 16 x 24 |

      | 24 x 24 |

      | 8 x 16 |

      | 16 x 16 |

DOMCOGR88

2x2 mosaic

bullnose



PORCELAIN STONEWARE



Ocra

DOMCOOC816

DOMCOOC16

DOMCOOCBN224

DOMCOOC1624

DOMCOOC24

DOMCOOCMOS22

      | 8 x 8 |

      | 12 x 12 |

      | 2 x 24 |

      | 16 x 24 |

      | 24 x 24 |

      | 8 x 16 |

      | 16 x 16 |

DOMCOOC88

2x2 mosaic

bullnose



8x8 11.12%
8x16 22.22%
16x16 66.66%

SIZES            %

Cottage Ocra

I gialli, gli ori, i marroni, nuance che descrivono la profondità di un paesaggio.
Yellow, gold, russet - nuances of tone that evoke the depth of landscape.

Les couleurs jaune, or, marron, des nuances décrivant la profondeur d'un paysage.
Los amarillos, los ocres, los marrones, tonos que describen la profundidad de un paisaje.

Gelb-, Gold- und Brauntöne sind Nuancen, die die Tiefe einer Landschaft beschreiben.
Желтые, золотые, коричневые - оттенки, раскрывающие глубину пейзажа.

PATTERNS 66: 20x20, 20x40, 40x40_8"x8", 8"x16", 16"x16"

4,7x4,7 mosaico_1.8"x1.8" mosaic

PORCELAIN STONEWARE



8x8 8.33%
8x16 11.11%
16x16 22.22%
16x24 33.33%
24x24 25%

8x8 11%
8x16 11%
16x16 33%
16x24 45%

SIZES            %

SIZES            %

Cottage Bianco

La luce rasente la superficie fa emergere bianchi indecisi, lattiginosi, come un riverbero.
Milky, shimmering whites that come alive when the surface is touched with light.

La lumière rasant la surface fait ressortir des blancs indécis, laiteux, comme un réverbère.
La luz que roza la superficie hace surgir blancos variables, lechosos, como un resplandor.

Das Licht dicht an der Oberfläche lässt unentschlossene, opake Weißtöne wie einen Reflex zum Vorschein kommen.
Свет, скользящий по поверхности, обнаруживает мягкие оттенки белого, молочного, как отражение.

PATTERNS 67: 20x20, 20x40, 40x40, 40x60, 60x60_8"x8", 8"x16", 16"x16", 16"x24", 24"x24"

Il colore del cotto senza incertezze. La bellezza di ciò che esiste da sempre.
Colour that speaks for itself. The beauty of an enduring material.
La couleur de la terre cuite sans ambiguïté. La beauté intemporelle.
El color del ladrillo sin ambigüedades. La belleza de lo que existe desde siempre.
Zweifelsohne die Farbe von Terrakottafliesen. Die Schönheit dessen, was seit jeher existiert.
Цвет котто без сомнений. Красота, которая всегда существовала.

PATTERNS 79: 20x20, 20x40, 40x40, 40x60_8"x8", 8"x16", 16"x16", 16"x24"

Cottage Cotto

Laying Patterns







Values            Applications                                                                                               
0.42                   Recommended  Standard  DCOF  value
                                for  wet/dry  commercial �ooring

0.65                   Recommended  Standard  DCOF  value
                                for  ADA  ramps

through-body            color-bodied            glazed            unglazed            double-loaded            other __________________________ 

Shade
Variation

Water
Absorption

Absorbs 0-.5%

Impervious
Interior/Exterior  
Frost Resistant

Vitreous
Interior/Exterior 
Frost Resistant

Absorbs .5-3%

ASTM C-373
UNI EN ISO
10545.3

Semi-Vitreous
Indoor Use Only

Absorbs 3-7%

Non-Vitreous
Indoor Use Only

Absorbs 7% +

Slip 
Resistance

*R9: Industry Standard/ADA Requirements     **R11: Recommended For Exteriors

Scratch
Resistance
MOH’S SCALE

MINERAL    
1. Talc (Talc)
2. Gypsum (Fingernail)
3. Calcite (Penny)
4. Flourite (Some Marbles)
5. Apatite (Knife Blade)

6. Microline (Glass, Glazed Tile)
7. Quartz (Unglazed Porcelain) 
8. Topaz (Granite)
9. Corundum (Ruby)
10. Diamond (Diamond)

Wear
Resistance
PEI RATING
UNI EN ISO
10545.7

Class 1:  Walls only

Class 2:  Residential �oors w/minimal abrasive tra�c 

Class 3:  Residential interiors/light commercial tra�c

Class 4:  Medium commercial applications

Class 5:  All commercial applications/heavy tra�c
                          *Wear can vary greatly.  please consult with a professional.

ASTM C-1028
ANSI A137.1
DIN 51097/51130

Stain
Resistance

ASTM C1378-04
UNI EN ISO
10545.14

Leed
Information

Indoor Environmental Quality

IEQ CREDIT 3.1-7
Green Cleaning: Reducing occupants exposure
to hazardous cleaning chemicals.

1 PointLow-Emitting Materials-Flooring Systems

Suggested
Applications

Breaking
Strength
ASTM C648
UNI EN ISO
10545.4

Industry standard 
should be greater than

250 lbs
or

50 N/MM2

Facial
Dimension
ASTM c499-09
UNI EN ISO
10545.02

�atness

thickness 

straightness

squareness

sides L/W

5mm

 6mm

 4.5mm

Materials & Resources 
M&R CREDIT 2

1 Point 2 Points

50% 70%Construction Waste Management:
Recycling salvaged construction
waste in to new reusable materials.

M&R CREDIT 4.1-4.2
Recycled Content: The sum of
post consumer plus 1/2 of the
pre consumer reps at least 10-20%
of total value of materials.

M&R CREDIT 5

10% 20%

10% 20%Regional Materials:  Materials
manufactured within 500 miles
of the project site.

Sustainable Sites

SS CREDIT 1
Heat Island E�ect-non roof

1 PointSite selection

Material with a solar re�ectant index of at least 29. 

Energy & Atmosphere
EA CREDIT 4
Green Power: Products that optimize energy 
performance for �oors and walls using thermal 
conductivity.   BTU-FT 

1 Point

IEQ CREDIT 4.1
Low Emitting Adhesives: Products less than
65 G/L VOC

IEQ CREDIT 4.3
Low Emitting Materials: Flooring systems.

Innovation in Design

ID CREDIT 1
Innovation in Design

1-5 Points

Measurable exemplary environmental performance. 

REQUIREMENTS
FOR COMMERCIAL
INTERIORS/NEW
CONSTRUCTION

Floor Wall Residential Light Commercial Heavy Commercial Exterior Pools

Matte

Honed

Polished

Semi-Polished

StructuredJoint Size
Modular
Setting

Straight/Pressed

ED
G

E:

Rustic Recti�ed

FI
N

IS
H

:

_________

UNI EN ISO
10545.6 Industry standard <175mm2

Installation
Suggestions

Porcelain Type

Standard Tolerance

Chemical
Resistance
ASTM C650
UNI EN ISO
10545.13

Allowances for:

Acid

Bases 

Chemicals

result

5: Removed after 5 minutes
     (hot water running)

4: Removed by manual cleaning
     (weak detergent)

3: Removed by mechanical cleaning
     (strong detergent)

2: Removed by immersion
     (24 hrs in suitable solvent)

1: Stain not removed

Class        Typical Applications                                  Critical Angle

   Barefoot, but mainly dry aisles and walkways, dry changing areas

   Shower rooms,  pool surrounds, wet changing areas,
   disinfectant spray areas (plus all Class A areas)
 
   Areas constantly under water, e.g. steps into pools, foot baths, 
   inclinded pool surrounds, jacuzzis (plus all Class A&B areas)

>12°

>24°

>18°

DIN 51097

A

B

C

DIN 51130

R9* (3-10°)                   R10 (10-19°)      R11** (19-27°)

R12 (27-35°)                R13 (>35°)

Pr
od

uc
t L

in
e:

*Install the o�set the width of the plank. For professional installation, the use of 
leveling spacers for all plank and rectangular (ie. 12x24) format tiles is recommended.

5

7

10mm

.5%

Result

+

.5%+

.5%+

.6%+

.5%+

+

+

+

 5.4mm+

 1.1mm+
 4.5mm+

2mm
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DCOF 

TH
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KN
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S:

# 
O

F 
FA

C
ES

:       V1
Uniform
Appearance

      V2
Slight
Variation

      V3
Moderate
Variation

      V4
Substantial
Variation
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Plank Installation* 

*Wear can vary greatly.
 please consult with a professional.


